
ΤΕΧΝΙΚΑ ΧΑΡΑΚΤΗΡΙΣΤΙΚΑ 
Κινητήρες βενζίνης 

1.0 T-GDi 100 PS 

Type KAPPA 1.0 T-GDI, 12-valve 
Capacity 998 cc 
Bore x stroke 71.0 x 84.0 mm 
Compression ratio 10.0 
Power 100 PS (73.6 kW) @ 4500 rpm 
Torque 171,6 Nm @ 1500 ~ 4000 rpm 
Maximum speed (km/h) 188 / 182 with 5MT / 7DCT respectively 
0-100 km/h (seconds) 10.8 / 11.4 with 5MT / 7DCT respectively 
CO2 combined (g/km) ΤΒC  
 

1.0 T-GDi 120 PS  

Type KAPPA 1.0 T-GDI, 12-valve 
Capacity 998 cc 
Bore x stroke 71.0 x 84.0 mm 
Compression ratio 10.0 
Power 120 PS (88.3 kW) @ 6000 rpm 
Torque 171,6 Nm @ 1500 ~ 4000 rpm 
Maximum speed (km/h) 190 / 190 with 6MT / 7DCT respectively 
0-100 km/h (seconds) 10.2 / 10.5 with 6MT / 7DCT respectively 
CO2 combined (g/km) TBC 
 
 

1.2 MPI 75 PS 

Type KAPPA 1.2 MPI, 16-valve 
Capacity 1248 cc 
Bore x stroke 71.0 x 78.8 mm 
Compression ratio 10.5 
Power 75 PS (55.2 kW) @ 4500 ~ 6000 rpm 
Torque 121.6 Nm @ 4000 rpm 
Maximum speed (km/h) 160 
0-100 km/h (seconds) 13.6 
CO2 combined (g/km) TBC 
 

1.2 MPI 84 PS 

Type KAPPA 1.2 MPI, 16-valve 
Capacity 1248 cc 
Bore x stroke 71.0 x 78.8 mm 
Compression ratio 10.5 
Power 84 PS (61.8 kW) @ 6000 rpm 
Torque 121.6 Nm @ 4000 rpm 
Maximum speed (km/h) 170 
0-100 km/h (seconds) 12.8 
CO2 combined (g/km) TBC  



 


